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Morpho-butterﬂy is well-known for the blue colouration in its tiny wing scales and ﬁnds applications in
colour ﬁlters, anti-reﬂecting coatings and optical devices. Herein, the structural optical properties of the
Morpho peleides-butterﬂy wing scales were examined through light reﬂection, diﬀraction and optical
diﬀusion. The light diﬀraction property from wing scales was investigated through experiments and
computation modelling. Broadband reﬂection variation was observed from diﬀerent parts of the dorsal
wings at broadband light illumination due to tiny structural variations, as veriﬁed by electronic
microscopic images. The periodic nanostructures showed well-deﬁned ﬁrst-order diﬀraction through
monochromatic (red, green and blue) and broadband light at normal illumination. Polyvinyl alcohol (PVA)
embedded with Morpho peleides-butterﬂy wing scales acts as an optical diﬀuser to produce soft light.
Light diﬀraction and diﬀusion properties were measured by angle-resolve experiments, followed by
computational modelling. The maximum optical diﬀusion property at 185 from the wing scales was
observed using broadband light at normal illumination. Finally, Morpho peleides-butterﬂy based
submicron nanostructures were utilized to demonstrate bio-inspired chemical sensing.Introduction
The natural colour of many insects is due to the complex
structure of their wings and scales that cause light diﬀraction,
interference, scattering etc. at the submicron scale.1 Natural
species including birds, beetles, owers, shes, and seashells
show photonic nanostructures that enable bright structural
colors.2 Moreover, green uorescent protein (GFP), rst isolated
from jellysh, also known as optical highlighters, has found
many applications in modern science and medicine.3 Natural
sub-wavelength optical phenomena based on reection,
diﬀraction, polarization, and absorption have diﬀerent appli-
cations in displays, bio-chemical sensing, energy harvesting
and solar cells.4–7 Intricate natural structural colours remain
intact and brilliant even aer millions of years.8 Structural
colours are also benecial for generating bright and stablengineering, University of Birmingham,
osamember.org; h.butt@bham.ac.uk
aboratory, School of Medicine, Stanford
ity of Birmingham, Birmingham B15 2TT,
ring College, Taibah University, Madinah,
f Physics and Engineering, The Australian
alia
tion (ESI) available. See DOI:
hemistry 2018irradiance over large viewing angles, which contradicts the
denition of irradiance denition.9 One famous example of
structural colour is the blue Morpho-buttery (genus Morpho
found in Central and South America), whose wing scales
produce blue irradiance.10 Its structural blue irradiance is due
to the alternation between the refractive index (RI) of the air and
that of the multi-layered lamina structures or pigments.11,12 The
layered ridges of chitin that cover its wings are also responsible
for the blue irradiance.13,14 Highly dense discrete ridges also
cause ordered diﬀraction and additional reection.9,15 More-
over, random oﬀsets among the ridges broaden the sharp
reected/diﬀracted peaks of multilayer structures, which enable
stable colours over larger viewing angles.16–18 Strong diﬀraction
and light scattering causes structural colours on the wing scales
of the Morpho buttery.19 Multiple interferences from the
stacked-layer structure are also responsible for strong irradi-
ance.20–24 Multi-layered TiO2/SiO2 was used to mimic the blue
irradiance of the Morpho buttery.25,26 Morpho buttery wing
scales were replicated using focused-ion-beam, chemical-
vapour-deposition (FIB-CVD), E-beam and laser-interference
lithography techniques, which reproduced blue coloration.27,28
However, the blue irradiance observed from the chitin/air
multilayer structures of blue Morpho-buttery wing scales
provide a larger colour gamut and better colour stability
compared with fabricated/reproduced structures.1,29 Therefore,
the bright coloration from blueMorpho buttery wing scales has
found advanced applications in displays, self-cleaning surfaces,RSC Adv., 2018, 8, 27111–27118 | 27111
Fig. 1 Morpho peleides-butterﬂy-based structural colour. (a) Top-
side and bottom-side view of the Morpho-butterﬂy; scale bar ¼
1.0 cm. (b) Microscopic image of the top-side green structure; scale
bar ¼ 200 mm. (c) Magniﬁed version of the top-side green structure. (d
and e) Microscopic images of the back-side brown and black-brown
structures; scale bars ¼ 200 mm. (f) Structural colours of the Morpho
peleides-butterﬂy with tilted surface variation. (g–i) Computation
modelling of normalized reﬂection from the ‘Christmas tree’ structure
through monochromatic light illumination (violet, green and red).
RSC Advances Paper
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 3
0 
Ju
ly
 2
01
8.
 D
ow
nl
oa
de
d 
on
 8
/2
0/
20
18
 1
2:
37
:2
3 
PM
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n 
3.
0 
U
np
or
te
d 
Li
ce
nc
e.
View Article Onlineoptical diﬀusers, ultra-violet sensors, thermal imaging, spec-
troscopy gas/chemical/vapour sensing, etc.4,5,30–35
Herein, we report a comprehensive study on the microscopic
and optical properties of Morpho peleides buttery wing scales.
The optical reection property of the front and back sides of
Morpho peleides buttery wing scales were investigated at blue,
brown and black regions. A maximum blue reection of 3.0%
and a minimum black reection of 0.5% were observed using
broadband (white) light at normal illumination. The optical
diﬀraction property was experimentally investigated, followed
by computation modelling. First order diﬀraction was observed
with monochromatic, red, green, violet and broadband light
illumination at the front and back-side wing scales. At normal
illumination, maximum optical diﬀraction was observed at
a wavelength of 635 nm (red light) and the minimum optical
diﬀraction was observed at a wavelength of 450 nm (violet light),
which showed similar properties to normal grating structures.
Morpho peleides buttery wing scales were also embedded into
polyvinyl alcohol (PVA) to act as an optical diﬀuser, which is
able to diﬀuse light omnidirectionally. In this case, the
maximum optical diﬀusion at about 185 was observed with
broadband light illumination. A diﬀusion angle of approxi-
mately 165 was observed with monochromatic light illumina-
tion. Moreover, wing scales were embedded into chemical
solutions to generate a visual response with refractive index
variation. As the refractive index increases, the reected light
shis from green to blue. Furthermore, the pH and ethanol
sensing response was measured to be approximately 5 nm1
and 8.33 nm min1, respectively.
Results and discussion
Optical appearances of Morpho peleides buttery wing scales
The structural colour of Morpho buttery wing scales can be
divided into the front-side and the back-side. Dorsal wing scales
(the front-side) consist of blue and brown regions, as shown in
Fig. 1a (le-side). The central part of the wing scales consist of
the green region and is surrounded by the brown region at the
edge, as displayed in Fig. 1a (right-side). The ventral wing scales
(the back-side) consist of brown and black regions. The edge-
side of the wing scales consists of a lighter brown region
compared with the central part. However, there are also some
black regions (circles) on the centre of the ventral part. Each
side consists of brown-ground scales that are uniformly
covered. Fig. 1b and c show optical microscopic images of the
magnied structure of the front-side blue region. The well-
organized green petals of the wing scales in periodic order
were observed.
Fig. 1d and e show optical microscopic images of the back-
side brown and black-brown regions. The magnied micro-
scopic images of green, brown, and black wing scales are also
shown in ESI (Fig. S1†). Randomly positioned black petals of the
wing scales were observed and showed lower resolution due to
maximum light absorption. Fig. 1f shows the angle dependent
colour reection with a view-angle variation from 0 to 80. As
the view angle increases, the green reection at 0 changes to
a blue reection at a maximum view-angle of 80. Therefore,27112 | RSC Adv., 2018, 8, 27111–27118reected light from the Morpho peleides-buttery wing scales
strongly depend on the observer view-angle. Furthermore, the
light reection and diﬀraction property of the wing scales was
computationally modelled, as shown in Fig. 1g–i. The internal
‘Christmas tree’ microscopic structure of the Morpho buttery
wing scales has been reported previously.10,13 Therefore, light
reection and diﬀraction from the ‘Christmas tree’ structure
were modelled at monochromatic light normal illumination.
The reected light shows multi-order diﬀraction patterns. As
the incident wavelength increases, the diﬀraction order also
increases. Maximum and minimum diﬀraction orders were
observed with violet and red light normal illumination. The
diﬀracted/scattered electric eld intensity distribution
increased with higher illumination wavelengths (Fig. S2†).
Computation modeling of Morpho buttery wing scales has
been reported.36–39 However, previously reported results were
based on broadband light illumination that showed light
reection properties. However, computation modeling of the
light diﬀraction eﬀects from Morpho peleides buttery wing
scales for monochromatic light illumination has not been re-
ported. In this study, we modeled monochromatic (612, 532,
and 492 nm) diﬀraction from Morpho peleides-buttery wing
scales and the results were comparable to the experimental
results. As the monochromatic wavelength increased, the dif-
fracted light scattering angle increased to a larger wavelength.
Fig. 2 shows SEM images of the distinguished colour regions
of the Morpho wing scales at the front and back-sides. The
microscopic images show wing scale coloration due to the
structural variations. The scales found in these regions were
compared to front and side-views (Fig. 2a–d and S3†). DorsalThis journal is © The Royal Society of Chemistry 2018
Fig. 2 SEM images of the Morpho peleides-butterﬂy wing scales. (a
and b) SEM images of the top-side green and brown. Inset images
show magniﬁed versions. (c and d) SEM images of the bottom-side
brown and black regions. Inset images show magniﬁed versions. Scale
bars ¼ 2.0 mm.
Fig. 3 Normal reﬂection property of Morpho peleides-butterﬂy wing
scales. (a and b) Front-side reﬂection from the green and brown wing
scale. (c and d) Back-side reﬂection from the brown and black wing
scale.
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View Article Onlineblue wing scales consist of long periodic rigid structures and
shorter periodic layers that connect long rigid structures, as
shown in Fig. 2a. Each long rigid structure consists of stacked
layers (which are better visualized whenmagnied), as shown in
Fig. 2a; the side-view is shown in Fig. S4.† In addition, there are
small parallel layers between the stacked layers. The single rigid
structure with stack layers is also known as “rigid lamella”.
Similar dorsal/ventral wing scales (brown/black) showed rigid
stacked layers and a connecting structure between the top and
side views, as shown in Fig. 2b–d and S3.†However, the internal
structure and wing scales of the blue/brown/black colour of the
dorsal/ventral-side are diﬀerent from the top/side view. There-
fore, the coloration of the Morpho peleides buttery wing scales
does not depend solely on the pigmentation, but also on the
periodic nanostructures.Optical reection on the front-side and back-side of the wing
scales
Optical reection property of the blue, brown, and black col-
oured wing scales was examined on the dorsal/ventral side. The
Morpho peleides-buttery wing scales (dorsal/ventral) were illu-
minated with a broadband light source (450–1100 nm). The
reected light from the wing scales was measured using an
Ocean Optics 2000 spectrometer (450–1100 nm, 0.2 nm reso-
lution). The light reection was measured by an optical micro-
scopic arrangement. For this experiment, light illuminated
normal to the wing scales and the reected light was measured
through an objective lens (20) in reection mode. Fig. 3a–
d show the reected light intensity from the blue, brown, and
black regions on the dorsal/ventral side. Maximum blue
reection was observed in the blue wing scale. The front-side
brown wing scales showed higher light reection compared
with that of the back-side brown wing scales. Generally, dorsal
wing scales consist of well-ordered petals compared with theThis journal is © The Royal Society of Chemistry 2018ventral wing scales. Therefore, dorsal wing scales show higher
reection than the ventral wing scales. The black region in the
back-side shows minimum reection. This may be due to the
diﬀerent internal multi-grating structure and the randomness
of the petal arranged in the black regions that reduces light
reection and increases absorption.Optical diﬀraction based on wing scales
Light diﬀraction is an optical phenomenon that splits the
broadband light waves into rainbow patterns at diﬀerent
directions due to parallel and closely spaced periodic structures
of materials. For monochromatic light illumination, periodic
grating produces an array of periodic spots, which are perpen-
dicular to the periodic structures. A bright diﬀraction envelope
consists of a high intensity non-diﬀracted zero-order (m ¼ 0)
and low intensity higher orders (m ¼ n, n ¼ 1, 2, 3.). The
optical properties of the diﬀraction grating have diﬀerent
applications including spectroscopy, wavelength lters, tune-
able lasers, displays, holography, and security applications.40,41
The optical diﬀraction property of the Morpho peleides buttery
wing scales was observed through light illumination on the
dorsal/ventral-side. The wing scales consists of periodic and
closely spaced periodic cuticle ridge structures. The ridge
consists of periodic lamella thin lms.
Light diﬀraction occurs due to the periodic structural vari-
ations of the ‘ridge-lamella’ inside the Morpho buttery wing
scales. Fig. 4a shows the image-screen experiment set-up to
observe the optical diﬀraction property of the blue MorphoRSC Adv., 2018, 8, 27111–27118 | 27113
Fig. 4 Optical diﬀraction property of Morpho peleides-butterﬂy wing
scales. (a) Conceptual block diagram of far-ﬁeld diﬀraction with the
image-screen setup. (b–e) Far-ﬁeld diﬀraction through mono-
chromatic and broadband light at normal illumination. Scale bars ¼
1.5 cm. (f–h) FFT simulation of the far-ﬁeld diﬀracted intensity through
monochromatic light illumination.
Fig. 5 Diﬀraction grating property of Morpho peleides-butterﬂy wing
scales. (a–e) Diﬀraction power intensity as a function of rotational
angle () through light illumination. (f) Diﬀraction eﬃciency with
monochromatic (red, green and blue) and broadband light normal
light illumination.
RSC Advances Paper
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 3
0 
Ju
ly
 2
01
8.
 D
ow
nl
oa
de
d 
on
 8
/2
0/
20
18
 1
2:
37
:2
3 
PM
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n 
3.
0 
U
np
or
te
d 
Li
ce
nc
e.
View Article Onlinepeleides-buttery wing scales. Light illuminated at the buttery-
wing scales and far-eld diﬀracted light were observed on an
image-screen. A digital camera was used to capture the
diﬀraction patterns at the low intense mode. For broadband
light illumination, the wing scales showed rainbow patterns
(Fig. 4b). Moreover, rst-order diﬀraction patterns were also
observed throughmonochromatic light illumination (Fig. 4c–e).
The broadband (white) and monochromatic (red, green, and
violet) light were illuminated normal to the ventral-side of the
wing scales. However, similar optical diﬀraction properties were
also observed from illuminated light at the dorsal-side.
Fast Fourier Transform (FFT) simulation of the far-eld
diﬀraction patterns was performed for the monochromatic
light illumination. The rst-order diﬀraction distance of the far-
eld patterns was calculated for red, green, and violet light
illumination to be 3.8, 3.12 and 2.3 cm, respectively (Fig. 4f–h).
The diﬀraction distance increases as the wavelength increases,
following Bragg's laws:
L ¼ l
2n sin qi
(1)
where L is the grating spacing, l is the incident wavelength, n
(¼ 1,2,3.) is an integer, and qi is the incidence angle.42 The
green light shows maximum diﬀraction intensity with normal-
ized light illumination.
Furthermore, the light diﬀraction property was measured
through an angle-resolve setup.43 The Morpho peleides buttery
wing sample was attached to a glass slide and xed through
a sample holder. The sample was positioned through a 2D x–y
stage and rotated 360 (step size ¼ 1) through a micro-
controller operated motorized stage. The incident light was
normally illuminated and light diﬀraction was measured
through an optical power meter. The step size of the rotational27114 | RSC Adv., 2018, 8, 27111–27118stage was controlled and power meter readings were stored and
plotted in real time through microcomputer-based customized
soware. Fig. 5a–e show the measured diﬀraction power as
a function of rotation angle through monochromatic and
broadband light illumination. Well-dened rst-order diﬀrac-
tion patterns match the simulated far-eld projection results.
The rst-order diﬀraction of red, green, violet, and white light
were observed at rotational positions of 20, 15, 12, and 8. As the
wavelength decreases, the rst diﬀraction peak shis from
higher to lower values (Fig. 5f). Maximum and minimum
diﬀraction peak distances with respect to non-diﬀracted zero-
order were observed through the red and white light illumina-
tion. The diﬀraction eﬃciency (DE) is the ratio between the
diﬀracted and incident light power and expressed as
a percentage. Maximum and minimum diﬀraction eﬃciencies
were observed through blue and white light normal illumina-
tion (Fig. 5f). Therefore, Morpho peleides-buttery wing scale-
based nanostructures can be used as wavelength selective dif-
fractive elements.Optical diﬀusion based on wing scales
An optical diﬀuser is an optical device that produces so or
scattered light from a highly intense focused light. The light
diﬀusion property is due to the surface-relief microstructures or
surface roughness that redistributes light waves. Optical
diﬀusers have applications in car ash/head lights, lamps, light
emitting diodes (LEDs) and displays. Optical diﬀusers have
been produced through complex lithography and e-beam tech-
niques.41 However, direct laser written optical glass diﬀusers
were also fabricated through a femtosecond and nanosecond
laser.41,44 Ink-based optical diﬀusers were also reported recently
using a single-pulsed nanosecond laser and reection holog-
raphy.41 However, they have been limited with smaller diﬀusion
angle. Morpho didius buttery-inspired cholesteric liquid crys-
tals were used to demonstrate circular polarized light diﬀusionThis journal is © The Royal Society of Chemistry 2018
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View Article Onlineand the diﬀusion angle was limited between 80 and 100.2
However, in this study, we have demonstrated that Morpho
peleides buttery wing scales embedded in PVA were used to
modify the photonic bandgap and enable unpolarized light
diﬀusion over a broad range (diﬀusion angle 185). A few
drops of liquid PVA was poured inMorpho buttery wing scales.
Light diﬀraction property of the wing scales was converted into
light diﬀusion property when theMorpho peleides buttery wing
was covered by a thin layer of PVA, as shown in Fig. 6a. Light
diﬀusion occurs as the gaps between the periodic and closely
spaced internal ridge-lamella structures of the wing scales are
lled, as shown in Fig. 6b. The transmission property of the
PVA-Morpho buttery wing scales was measured through an
optical microscopic arrangement. Broadband light trans-
mission was observed over the visible range (Fig. 6c).
The light diﬀusion property of the PVA Morpho-wing scales
was also examined through a semi-transparent hemispherical
surface (Fig. 6d). When monochromatic (red, green and violet)
and broadband (white) light were illuminated normal to the
PVA-Morpho buttery wing scales through a glass plate,
a diﬀused light at the hemispherical surface was captured
through a digital camera at low intensity mode. Fig. 6e shows
the captured far-eld diﬀused patterns with monochromatic
and broadband light illumination. The far-eld patterns
showed a well-distributed/spread light over larger hemi-
spherical areas, which proves that the PVA-Morpho buttery
wing can work as a good diﬀuser surface.Fig. 6 Morpho peleides-butterﬂy wing scale-based optical diﬀuser. (a)
Conceptual diagram of optical diﬀuser formation through PVA
embedded with theMorphowing scale. (b) Optical microscopic image
of the PVA embedded with Morpho wing scales. Scale bar ¼ 100 mm.
(c) Optical transmission property of the PVA-Morpho wing scales
diﬀuser. (d) Conceptual diagram of far-ﬁeld optical diﬀuser captured
through a hemispherical setup. (e) Far-ﬁeld diﬀraction measurement
through monochromatic and broadband light illumination. Scale bars
¼ 4 cm.
This journal is © The Royal Society of Chemistry 2018Furthermore, optical diﬀusion property measurements were
conducted using the angle-resolved motorized rotational stage,
as previously explained. Monochromatic (red, green and violet)
and broadband (white) light were used to illuminate the PVA-
Morpho buttery wing scale sample and the diﬀused light was
measured through a power meter (Fig. 7a–e). Tilted illumina-
tion was varied from 90 to +90 with a 1 rotational step size.
A wide diﬀusion angle of about 125 (50 to +75) was
observed with monochromatic light illumination. Moreover, an
extreme diﬀusion angle of 180 was also observed with broad-
band light illumination. This is the highest diﬀusion angle
observed compared to previously reported optical diﬀusers.41,44
Therefore, maximum FWHM was observed with broadband
light illumination (Fig. 7f).Morpho peleides-buttery-based bio-chemical sensors
Morpho peleides buttery wing scales were individually
embedded into PVA as an interpenetrating polymer network
(IPN) to generate a visual response on refractive index variation.
The peak-wavelength of the reected light from the immobi-
lized wing scales depends on the internal grating structure
variations due to RI variation of the swelling/de-swelling of IPN.
Fig. 8a shows the conceptual diagram for the Morpho peleides
buttery wing scale-based sensing principle. The reected/
diﬀracted light is shied to the le/right with swelling/
shrinking of the IPN network. Fig. 8b shows the reected light
intensity with acetone (n ¼ 1.3600), ethanol (n ¼ 1.3573), oil (n
¼ 1.3410) and water (n ¼ 1.330) immobilization. The refractive
indices of the solutions were measured through an analog
refractometer (KERN, ORA 80 BB).
The reection experiment with normal broadband light
illumination (90 incident and reection angle) was performed
using a spectrophotometer and optical microscope setup. White
light from the microscope's external source was used to illu-
minate the surface of the immobilized wing scales (through the
20 objectives) and reected back to the spectrophotometerFig. 7 Morpho peleides butterﬂy-based optical diﬀuser spectrum
characterization. (a–e) Diﬀused light intensity as a function of rotation
angle (). (f) FWHM of the diﬀused red, green, blue and white light
source.
RSC Adv., 2018, 8, 27111–27118 | 27115
Fig. 8 Morpho peleides-butterﬂy-based bio-chemical sensing. (a)
Conceptual sensing principle based on RI variation. (b) Reﬂected peak
wavelength shifting due to RI variation (acetone, ethanol, oil, water)
through broadband light illumination. (c–e) Microscopic image of
PVA-based IPN through ethanol, oil and water immobilization. Scale
bars ¼ 100 mm. (f) Light reﬂection through pH (5.0–9.0) variation. (g)
Reﬂected peak-wavelength as a function of pH variation. (h) Reﬂected
peak wavelength as a function of time due to an ethanol immobilized
wing sample.
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View Article Online(top of the microscope). Microscope objectives were used to
collimate the light beam, which was focused onto the sample
and measured with a spectrophotometer. Optical sensing
performance also depends on the size of the beam. Higher
resolution objectives (50, 100) provide smaller spot sizes
and reduce the reected light intensity. Therefore, the shi in
peak wavelength due to analyte variations was diﬃcult to
observe. For the20 objective, the light focusing area increased
by several scales and an average sensing response was observed
over a large area.
Fig. 8c–e show optical microscopy images of the Morpho
peleides buttery wing scale-embedded IPN. The swelled IPN
wing scales showed bight green as well as dark and light brown
colours with ethanol, oil and water immobilization. Uniformity
may vary with samples positions and reduce the sensing
performance. Therefore, the best wing-scales with good
uniformity were identied by microscopic imaging before
sensing. The reected light intensity with change in pH (5.0–
9.0) of the immobilized Morpho peleides buttery wing scales
showed slight shis in peak wavelength (Fig. 8f and g). As pH
increased, the reected peak value shied towards higher
wavelength. Fig. 8g shows the linear curve for the shi in peak
wavelength as a function of pH. Shis in wavelength occur both
in acidic (pH < 7) and alkaline (pH > 7) solutions. Themaximum
peak wavelength at 440 nm shied to 442.5, 450, 455, and
460 nm as pH changed from 5.0 to 9.0. Furthermore, the
reection property of the acetone immobilized Morpho peleides
buttery wing scales showed a maximum blue reection at
a peak wavelength of 502 nm (Fig. 8h).27116 | RSC Adv., 2018, 8, 27111–27118As the refractive index value decreases, the peak wavelength
shis to the right. The maximum blue peak at 502 nm shis to
556, 558 and 560 nm as broadband light reects from ethanol,
oil and water immobilized wing scales, respectively. Further-
more, a sensing experiment was performed with ethanol-
immobilized Morpho buttery wing scales with diﬀerent time
duration. With passage of time, the colour of the immobilized
wing scales will change. Therefore, the reected colour will
change according to the wing's colour. The reected colour
shis to the le (smaller wavelength) due to shrinking of IPN
with longer observation time. At longer time periods, most of
the ethanol solution evaporates from the Morpho peleides
buttery wing scales surface due to its volatile nature; therefore,
reected/diﬀracted light shows smaller peak wavelengths.
Fig. 8h shows the reected peak wavelength as a function of
observation time. The peak wavelength shis linearly towards
shorter/longer wavelength with increased/decreased time or
with shrinking/swelling of IPN. Therefore, immobilizedMorpho
peleides buttery-based ethanol sensing can be measured from
the linear tangent of the response curve. The peak wavelength of
the normal illuminated reected light depends on pH, obser-
vation time, and environmental conditions as follows:
k0DSðpH; t;EÞ ¼ DlPeak
EðDpHor DtÞ




r;E¼cont:
(2)
where k0 is the proportionality constant, which is related to the
environmental conditions (temperature, relative humidity, etc.),
DS(pH,t,E) is the change in sensitivity as a function of pH
variation, observation duration (t) and environment conditions
(E). Therefore, the sensitivity, S, is the ratio between the peak
wavelength shi, DlPeak, and pH variation, DpH, or observation
duration, Dt. At xed sample position, r, and environment
condition, E (23 C, 34% RH), the pH and ethanol sensitivity, S,
were found to be approximately 5.0 nm1 and 8.33 nm min1,
respectively. The sensing property based on the swelling and
shrinking condition of the hydrogel is due to diﬀerent pH or RI
variation.45 The volume of the hydrogel IPN and variation in RI
can inuence the wing scale sub-micron structures and in turn,
change the light reection property and shi the wavelength.
Therefore, le/right shiing of the reected peak wavelength
(blue/red) depends on swelling/shrinking of the hydrogel and RI
variation. The main component of the buttery wings is chitin
and the embedded buttery wing-scale with PVA is so and
fragile. Therefore, they are not suitable for pH sensing in
a severe environment.
Conclusions
In summary, we demonstrate that diﬀerent colour regions of
Morpho peleides buttery wing scales depend not only on the
pigmentation, but also on the periodic nanostructures inside
the wing scales. The structural colour of the wing scales is
strongly dependent on the observer's viewing angle. As the
viewing angle increased from 0 to 80, the reected colour
shied from blue to violet. Optical diﬀraction was observed
with monochromatic/broadband light normal illumination on
the dorsal/ventral-side of the wing scales. Well-dened rstThis journal is © The Royal Society of Chemistry 2018
Paper RSC Advances
O
pe
n 
A
cc
es
s A
rti
cl
e.
 P
ub
lis
he
d 
on
 3
0 
Ju
ly
 2
01
8.
 D
ow
nl
oa
de
d 
on
 8
/2
0/
20
18
 1
2:
37
:2
3 
PM
. 
 
Th
is 
ar
tic
le
 is
 li
ce
ns
ed
 u
nd
er
 a
 C
re
at
iv
e 
Co
m
m
on
s A
ttr
ib
ut
io
n 
3.
0 
U
np
or
te
d 
Li
ce
nc
e.
View Article Onlineorder diﬀraction patterns were observed at far-eld due to
periodic lamella/ridge structures.Morpho peleides buttery wing
scales embedded into PVA and acted as an optical diﬀuser that
diﬀused light omnidirectionally. The maximum diﬀusion angle
(185) was observed with broadband light illumination.
Finally, wing scales embedded with chemical solutions acted as
a refractive index sensor that produced a visual response.
Therefore, Morpho peleides buttery wing scales have potential
applications as diﬀractive/deective nanophotonics and bio-
chemical sensing devices.Materials and methods
Sample preparation, microscopic imaging and reection
measurement
PVA, acetone and ethanol were purchased from Sigma-Aldrich,
USA. PVA samples were prepared by dissolving 20 g of PVA in
100 g of distilled water by stirring for 2 hours at 60 C using
a magnetic stirrer integrated with an electric heater (Sta-
bleTemp hot plates, purchases from Cole-parmer, UK). Air
bubbles were then removed from the PVA solution using an
ultrasonic bath (GT Sonic) and a vacuum chamber. To prepare
diﬀerent buﬀer solutions with pH values ranging from 5.0–9.0,
HCl and NaOH were diluted with distilled water and the pH
value was measured with a pH meter (PHS-3C, Shanghai
Precision and Scientic Instrument).
Naturally dead Morpho peleides butteries were collected
from the local market and dried samples under glass plates
were prepared. Scales were removed from the wings, and their
microscopic images were taken using an optical microscope
(AXIO Scope. A1, Carl Zeiss Microscopy GmbH, Germany).
Morpho peleides buttery wings were rst cleaned with
acetone then dried with air. The prepared PVA solution was
poured into the buttery wing to ll the gaps between the
nanostructures. The sample was tilted to make a thin layer and
dried with hot air before light illumination. To avoid the
charging eﬀect of the non-conductive buttery wings, the SEM
wing scale samples were coated with a thin platinum layer for
30 s each using a sputter coater (Quorum Technologies Ltd),
and then characterized by a JEOL 7000 scanning electron
microscope (SEM) with a working distance of 10 mm and an
accelerating voltage of 5 kV, as shown in Fig. 2a–d. Normal
reection from diﬀerent parts of the wing scales were measured
using an optical microscope (integrated with a CCD camera at
the top) in reection mode. A spectrophotometer with a reso-
lution of 0.1 nm and a 450–1100 nm broadband light source
(purchased from Ocean Optics) were used for optical measure-
ments. FFT simulations and data processing were performed
with MATLAB (MathWorks, v8.1).Computation modeling
To understand the light diﬀraction property from the
‘Christmas tree’ structure, computational modelling was per-
formed with the nite element methods (FEMs) using
a commercial COMSOL multi-physics simulation tool.42 Scat-
tering and periodic boundary conditions were consideredThis journal is © The Royal Society of Chemistry 2018during the 2D simulation. Triangular mesh elements were
considered during FEM computation. The computed mesh
consists of 1183 boundary elements, 126 884 degrees of
freedom, and 17 963 domain elements. Total computation time
was about 20 seconds. A convergence test was conducted to
access the accuracy of the results.Optical characterization
Optical diﬀraction and diﬀusion properties of buttery wing
scales were characterized using a spectrophotometer with
broadband and monochromatic light sources. Angle-resolved
measurements were performed using a customized setup.
Broadband and monochromatic light was normally illuminated
onto the sample, which was kept xed in a sample holder. The
sample was rotated from 0 to 180 through microcontroller-
based rotational stages. The diﬀracted light was measured
through a power meter (PM100D) and sensor (S120C), which
were purchased from Thorlabs Elliptec GmbH (Dortmund,
Germany) and the data values were stored and plotted auto-
metrically through a microcomputer. Far-eld diﬀraction
experiments were performed using a hemispherical surface
with Ø ¼ 30 cm and an image screen setup using white A4
paper. The monochromatic light sources, namely, red (612 nm,
4.5 mW, Ø11 mm), green (532 nm, 4.5 mW, Ø11 mm), and blue
(492 nm, 2.6 mW, Ø11 mm), were purchased from Thorlabs
Elliptec GmbH (Dortmund, Germany).Conﬂicts of interest
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